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f FATIGUE LIFE PREDICTION
FOR SIMULTANEOUS

STRESS AND STRENGTH VARIANCES

Simple closed form expressions have been found to accurately

predict the fatigue life of structures subjected to sinusoidal or random

stresses where the applied stress and the material's strength are

simultaneous random variables. With appropriate parameter value changes

the same equations accurately apply to both the low cycle (inelastic) and

high cycle (elastic) fatigue regions. These equations are in familiar

engineering terms. Comparisons between analytical predictions and empirical

results have shown to be good whenever such comparisons were made.

INTRODUCTION

Many closed form analytical expressions have previously been derived

to predict structural fatigue life and mechanical reliability for both

sinusoidally and randomly applied stresses and strains {1} {2} {3} {4} {5}.

These expressions have been shown to be simple, practical and accurate. They

apply to single and multi-degeee-of-freedom systems, to single level or step-

stress load situations, and to both low and high cycle fatigue regions.

Fracture Mechanics effects are included. In all of these cases the stress/

strength and strain/ductility parameters were treated as random variables

independently, not simultaneously.

In most practical cases the stress/strength parameters are simultaneous

random variables. Stresses Vary from part to part and subassembly to sub-

assembly due to dimensional and geometrical differences between parts,

fabrication and assembly variances, and structural damping and stiffness

variances of adjacent structures. Strengths vary because materials' fatigue

cu.ves are a scatterband of failure points, not single lines.
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APPROACE SUMMARY

An attempt to rigorously derive a fatigue life expression with the

stress/strength parameters treated as simultaneous random variables was

unsuccessful in that the final expression was exceedingly complex.

Therefore a different approach was evaluated. This approach modified the

variable strength fatigue life expression fl} by adding the stress (6) and

strength (A) standard deviations in the mean-square sense and substituting

the resulting standard deviation ( T -V2 + 277) in place of the strength

standard deviation term (A). The reasoning behing this approach was as

follows: Fatigue failure occurs when stress exceeds strength regardless of

whether the stress is "too high" or the strength is "too low". Both

deviations from nominal cause a reduction in fatigue life. Since the standard

deviations of stress and strength are independent of each other, they should

be added in the mean-square sense. This approach, as judged by Monte-Carlo

simulation techniques, gives somewhat accurate results but not as accurate

as hoped for.

Accuracy was improved by multiplying the stress standard deviation (6)

by the term (2Nm)2/8. Nm is the median stress cycles to failure. It is the

fatigue life if the analysis is done deterministically (i.e. if A and & are

zero). $ is the slope parameter of the materials "S-N" fatigue curve. This

term made the entire expression almost identical to the rigorously derived

equation for the case of A- 0.

Accuracy was further improved in the region of early fatigue failures

by subtracting the term (2Nm) /$ 6.

2
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APPROACH SUMMARY (Cont'd)

The portiot/2i- /8 was required to provide accuracy for both the low

and high cycle fatigue regions and for brittle and ductile materials. This

worsened the accuracy in the region of the late failures. The above term

needed to be added instead of subtracted in that region (i.e. a sign change

for N > Nm). This worsened the accuracy in the middle failure region. The

multiplying term § - 2 erf L2A\m - restored accuracy to all failure

regions.

The resultant standard deviation term is

4 ./2 + (2Nm) 2/0 8S2 + I 2,)'$

Accuracy of the above expressions was judged by comparison to Monte-

Carlo simulation results. The Monte Carlo simulation technique had its

accuracy and practicality checked by comparing its results with those known

to be theoretically correct and with available empirical results.

Fatigue life is expressed in terms of probability of failure as a

function of applied stress cycles and both average and minimum cycles to

first failure. For the most part data is presented in the form of histo-

grams of cycles to failure because of the histogram's sensitivity to

differences between theoretical and tallied results.

3
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SUMMARY OF RESULTS

The single expression for T provides accurate fatigue life results for

ductile and brittle materials, over the early and late failure regions

oft both low (inelastic) and high (elastic) cycle fatigue situations. All

of the fatigue life and mechanical reliability equations in references

through {5} that originally applied to cases where strength alone was the

random variable, can be used for simultaneous stress/strength variances by

substituting T for A.

The Monte Carlo simulation technique was judged to be both accurate and

practical due to good comparisons with results known to be theoretically

correct and with available empirical results.
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FATIGUE CURVE REPRESENTATION

Modern fatigue curve representation is as shown in figures 1 and 2 (61 {7}

Figure 1 is a plot of "true" stress amplitude versus reversals to failure

for 1020 HR steel. It covers both the low cycle (plastic or inelastic)

and the high cycle (elastic) fatigue regions. The fatigue curve is a

single straight line. "True" stress is defined as the applied load

divided by the actual cross-section area, which becomes less than the

original area as the load is increased. "True" stress is contrasted with

"engineering" stress which is defined as the applied load divided by the

original cross-section area.' Life is in terms of reversals to failure or

twice the cycles to failures Nf; there being two reversals for each stress

cycle. The fatigue strength coefficient af can be thought of as being

approximately equal to the "true" ultimate strength of the material. The

fatigue strength exponent can be thought of as a slope parameter.

Figure 2 is a plot of the same failure data as figure 1 except the ordinate

is expressed as "true" strain amplitude. The strain-life curve is the sum

of the plastic and elastic strain-life curves. E is the modulus of

elasiticity. c f is the fatigue ductility coefficient. It can be thought of

as a measure of the material's ductility. The fatigue ductility exponent c

has a value of approximately -0.5 for most structural materials. The fatigue

strength exponent b takes on values of approximately -0.1 for ductile

materials to -0.05 for brittle materials. Fatigue curve data for many

materials is found in reference {7} . The strain-life curve of figure 2

shows that the plastic strain-life predominates below approximately 105

cycles; whereas the elastic strain-life curve predominates above 105 cycles.

The transition cycles varies widely for different materials.

5
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Figure 3 is the plastic strain-life curve of figure 2. Figure 4 is the

elastic strain-life curve of figure 2. For the analyses of this paper the

strain-life curves similar to those of figures 3 and 4 will be used for

various materials. The general form to be used is shown in Figure 5. In

the plastic region 8 a 2 for most structural materials, cU e f and e - p/2

(compare with figure 3). In the elastic region 0 = 8 for ductile materials and

8 = 20 for very brittle materials, c = f/E and z - U e/2 (compare with

figure 4.) The curve of Figure 5 is expressed as

where Nf " cycles to failure

- applied strain amplitude, inches/inch

eu - "y-intercept", in/in

E, represents the material's ductility in the plastic region and the material's

strength in the elastic region. Equation (1) and the single line of figure 5

represent a deterministic fatigue curve. Actual fatigue curves are scatter-

bands of failure points. The single line represents the median. The scatter-

band of points can be represented by letting e,. in equation (1) become a

Gaussian random variable with mean value eu and standard deviation A.. A

random variable applied strain amplitude can also be represented as a Gaussian

random variable with mean value e and standard deviation 6 . Equation (1)

then becomes

where Nm - median cycles to failure

- average value of c.

- average value of e

' 8
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Equation (2) can equivalently be expressed as follows:

In the low cycle region:

1 (a e.'f 2\)

In the high cycle region:

M ((4)'f/E \, 0

&Ae  a (5)

2 2E

where Aa . applied stress amplitude psi
2

\ 1 f (6)

For a random applied stress of rms value a , define {l}

11M (8)AB

The standard deviations associated with strain-life fatigue curves are AC

and S for the material's ductility and applied strain amplitude respectively.

These are in strain units of inches per inch. The corresponding standard

deviations associated with stress-life fatigue curves are as follows:

E EA (9)

5 E6 C(10)

where E a modulus of elasticity, psi

A, ' . psi

12ppsi



ANALYTICAL DERIVATION

The derivation of the fatigue life expressions begins with the derivations

of equations for the probability density function of cycles to failures p(Nf)

and the probability of failure at N applied stress cycles F(N). Appendix A

describes the derivation of p(Nf) simultaneous variations in e and e. It is

p(Nf) - 2 Nf F -(h-r)L 2 r 2)e erf (al)

-h 2/r1 2h erf (11)+ a2)_

where the variables a,, a2, h, r and v are complicated functions of Nf.

F(N) - Probability that Nf > N

N

F(N) - IN p (Nf)dNf (12)

0

It can be seen by examining equations (11) and (12) that finding a simple

closed form expression for F(N) does not appear likely. Without a simple

expression for F(N) the derivation of the average cycles to first failure

N1 and the minimum cycles to first failure N1  cannot proceed.

M1
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Sf LATION TECHNIQUE

A Monte Carlo technique was used as the simulation method for 4udging

the accuracy of the proposed fatigue life expressions. From equation (1)

Nf 28

A sample of the random variable Nf is generated by generating a sample of

C and el then performing the operation indicated by equation (1). Each

sample of is drawn from a Gaussian distribution of mean value e and

standard deviation A,. Each sample of e is similarly drawn from a Gaussian

distribution of mean P and standard deviation S.. Negative values of e.

and e are discarded. The samples of Nf are sorted and stored in array bins

according to the sample's value. The quantity of Nf samples that fall into

each bin is summed and stored. A printout of the quantity of samples in each

bin of the array represents a histogram of Nf for specific values of cu, Act c

Se and 8.

-14



f COMPARISON OF S MULATION AND THEORETICAL RESULTS

Theoretical results are obtained as follows:

Define N8 - eu  (13)

N8 is the numerator of equation (1). Refer to equation (A-2) in

Appendix A.

N8 -x

Theref ore

p(1) - (N8) exp 2 (14)

a(8 2- Lr 2 I
Figure 6 shows a graphic illustration of the .- N8 mathematical

transformation. This illustrates the reason for the N8 histogram shape.

N

F(N) - j" p(N8)dN8 (15)

11 (16)

F(N) - 0.5 + erf -
AE

A histogram array bin quantity q for a bin that extends from Na to N b is

q F(Nb) - F(Na) S (17)

where S total N8 sample size

Table I shows the values of the parameters for several N8 histograms. A

wide range of 6 values was chosen.

Refer to equation (14). Note that a value of 5 - I should give a Gaussian

histogram (i.e. Case 1 ). Figures 7, 8 and 9 show good agreement between

equation (17) and the program generated histogram.

15
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TABLE I N8 HISTOGRAM DATA

M]/ 0.2 0.3 0.00079 0.00632 2 0.041

0.0185 0.000925 0.0001726 0.0034515 9.6 2.5E-17

0.0185 0.000925 0.004387 0.00022 12.1 1.3E-21

[] 0.2 0.03 0 0.0024 1 0.2

se, N8 W '. IN

. .

17



FIGU'RE -7 HISTQG-icAM &=eA

PI2 r=Rn 0

-I.J

0.1- 0.5 0. 2RC J.

18E



FElG-.JRF i 5 7 J GA< RZ PRO'R

R A N OCM N UM~~G
LEF SIDE

~~AUSS[A N

- - -- RANDOMV7- E RA T P

1007

- C.Z 114/1 Nk

.03 '-J/iN -JJ

fF 2

19-.

0' haft



FlG-URE 9 H15TO&RAM OP FRO-F I'1
RANDOM NUJMBER E~E
R G I*T SD

0 ( I I I I

- c-AU 5 AN4

t4 Um- RA5NOR

NLJ -0

S10 -

*01

200



Figures 10, 11 and 12 also show good agreement between theoretical and

Monte Carlo results. These curves also show the expected skewing effect

of large B values.

Similar results would be obtained for generating samples for £8, the

demoniator of equation (1).

In later sections comparisons will be made between Monte Carlo results and

theoretical ones for N where e and e are random variables independently.
f

In all cases it will be seen that the Monte Carlo simulation technique is

accurate compared to theoretical equations.

.2
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PROPOSED FATIGUE LIFE EXPRESSIONS

Equations (2) through (lO)are proposed to calculate the median cycles to

failure Nm in terms of either stress/strength or strain/ductility parameters.

Equations (9) and (10) relate the standard deviations of stress and strain.

These equations are to be used in the following proposed fatigue life

expressions:

F(N) - Probability of failing at N applied stress cycles

F(N) - 0.5 + erf T N _l (13)

erf (a 1 _ 2/2 (14)
erf 7(r e dy

0

22/S 2 1/$

Te =F A + (2Nm)  az + § (2Nm)  a in/in (15)

5 - 2erf 0t (16)

Figure 13 is a plot of § versus N/Nm.

N1 - average cycles to first failure

N - , I1cycles (17)

Nil minimum cycles to first failure

N 0. ; + 0:. cycles (18)NM+ 4.5 0._

N1 - standard deviation of N1

,1 25
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The above equations have been included along with the previously described

Monte Carlo simulation technique into one program PL-1 which is written in

Basic Language.

-c 6 (psi)
Equivalently, 

AS M A (psi)

~l C,..1/B
F(N) - 0.5 + erf LIL - 1

7 a JVF 2 + (2;m)2/S + , (2Nm) l /a a
/W2 psi

i N. I .7195451 jcycles

a1f - 4.52 AtT

N  0.5 cycles
'+ 4.52 Sa

12
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PL-i
SIMULATION COMPUTER

PROGRAM LISTING

10 REM NiSAYG DUCTILITY(IN/IN) __________ _

ZY HER I DSTU DEV IUCTILITY(IN/INh)
30 REM NZ=AVG APPLIED STRAIN(IN/IN)______________
410 KE Ui"SST-U uEVAPPUIEDTTRSArNjiN/IN)
50 REM
60 iKfl 01=BTA(SLOPE PARAMETER)
70 REM W=BIN WIDTH (CYCLES"

90 REM N8=GENERATED CYCLES AT FAILURE_________
100 KRfM (KANDUI VAXIABLE)
110 REM
1Z9u xhR X4=TALLIED AVG DUCTILITY
130 REM D5=TALLIED STD BEV DUCTILITY
140RMX =IRLLLEU AFFLIED STRAIN

150 REM D6=TALLIED STD DEV APPLIED MTAIN
ISO REMl
170 REM FI=FAILURE PROBABILITY USING TALLIED PARAMETERS
lugW NIZ.165
190 D12.000925

Z10 N2=.004387
221 PKNIi
230 PRINT "DESIRED PARAMETERS:"

Z9FINN -UUCIILITT:A GPSTD BEV:"
250 PRINTNIDI _____________

ZSOVKNI'AFL1lJJ 'jlf~N!AV~rSTI)DEV."
Z70 PRINT NZPDZ
Zi10 PKINI
Z90 L1lE7

310 ssz0

.30 S9=0

* 350 S1=0

370 81:9.6

390 B3=2*821

410 S=10000
4Z0 Al=0.Z54a*Z96
430 AZ2-0.'2844967

450 A4a-i.45315

470 DIM A(Z000),B(Z000),F(2000)
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FL-i CCorie'd)

490 FOR I=1 TO ZOOO
500 (m
510 B(I)=0
52 NmUT I
530 FOR B1l TO S
.j 4

o1 UMNDC1Ut)

550 LJZ=RND(-1)

570 X3=Zl*COS(6.283185*Ul)+Nl

590 SS=S8+X3
6106 ISSIM3*z
610 U32RND(-1)

630 ZZ=SQR(-2*D2**Z*LOG(U4))

650 IF Y3(=0 GO TO 610

670 T9=T9+Y3**Z

690 IF NS>L THEN 710

71.0 J:INT(((N8-N3)/W)+l)

730 K=J

750 NEXT B

770 FOR 1=1 TO K
/So R68Kb+W

790 B(I)=A(I)/S
*SIWO Sl St.I)
810 S(I)=S1/S
320 NEX I

L830 PRINT

850 PRINT

a70 D5=SQR((T8S-(X4.*2))

8390 D6=SQR((T9/S)-(Xq**Z))

910 BS(ZI'*N7)**B3
92.lartm , II "AtZ-ED-PR ArrETERST"---- -__________

9'30 PRINT "DUCTILITY:AVGPSTD DEV:"
- PIr. ' 

-40

950 PRINT "APPLIED STRAIN:AVGtSTD DEV:"________
?S0 PRtIM A5 t 0
970 PRINT

297



PL-1 QCont'dj

RNI 'C tEAT-FRST-FA LURE= -"frINT(L:.5F- -- _____

990 PRINT

1010 PRINT "N(MEDIAN)z=";INT(N7+.5) ____________

10:30 PRINT "SAMPLE SIzE=";s

1050 PRINT "BETA8 it;________B____I_

tibi rI(INI
1076 DB=SQR(Z*B1-(3.14159/81))
1080 D9= ( Z*N7) **BZ) /08
1090 POzn(D5**2) .(B5*06**Z)

1110 N9=(1IZ)*((N/NZ)*,B.)_____________
11ZW t-UK 1=1 To K
1130 N=(I-1)uW_______________
11410 Pl=su1UPS+SGN((N/N7)-1)*09*05*06)

1150 mzm~

1170 IF 113>=0 GO TO 1190
11.80 Mfl-M

1190 TZ=1/(1.0.Z316418*45)
L40N Lz=R*4**)+(A*TZ**3)+(A4*T2**4)
1210 C6=(A1*TZ)+C5.(A5*TZ**5)

1230 El=(l/Z)*ABS(A8)
lZ'to EMI1

1250 IF M3>=O GO TO 1270

1270 M4=(NI/PZ2*UU(N+W)N9)+BZ)-t)

1Z90 IF M4>=0 GO TO 1310
!30 s-I4

1310 T3=1/(1+0.Z316418*16)
L JVU L/R*I**Z+(A*T**3)+(A4*T3**4)
1330 C8=(A1*T3).C7+(A5*T3**5) _____________

~~~~4 1~350 E3z(112)*ABS(A9)________________
136io h4E
1370 IF M4>=0 GO TO 1390

1390 F(I)=.5.EZ

1410 NEXT I

1430 FOR 1=2 TO K

1450 NEXT I
........................ "IALLEiI"uCALCY - TAL rEDI'rcrALcI V

1470 PRINT_"CYCLES" P FAILURES",i"FAILURES",P"F (N)"v,"F (N)"
-14:3 FOR 1-1 10
1490 N=(I-t)*W

1510 IF A(I)<.5 THEN 1530

1530 NEXT I



PLASTIC REGION HISTOGRAM RESULTS

Table II shows the desired and tallied parameters for eleven cases in the

low cycle fatigue region. B = 2 for most structural materials. The sample

size of Nf for each case is 10,000 to minimize the variances of the results.

Sm was chosen to cover the upper and lower ends of the low cycle fatigue

regions. Cases , , and have 6- 0. The theoretical

results for these cases were rigorously derived. The variances A and 6.

were chosen in some cases to be large enough to cause the cycles to first

failure to be significantly lower than Nm. See figures 14 - 23.

The curves of figures 22 and 23 have the same parameters. The theoretical

expressions for T. are different however. There is a better fit (especially

in the region of first failures between the tallied and theoretical results

of figure 23 where the proposed form equation (15) for T. is used.

It can be seen that there is good agreement between the theoretical results

using the proposed fatigue life equations and the tallied Monte Carlo

simulation results.
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TABLE II

DESIRED VERSUS TALLIED PARAMETERS:
LOW CYCLE FATIGUE

DESIRED DESIRED DESIRED DESIRED DESIRED

CASE TALLIED TALLIED TALLIED TALLIED TALLIED.20.2 0.01 0.0024 0 3472
0. 19976 0. 0099-6-- 0.0023999 1.29 E-5 3464
0.2 0.01 0.0024 0.0003 3472
0.19982 0.01014 0.002398 0.0002978 3471
0.2 0.03 0.0024 0 3472

*0.19986 0.0298 0.0023444 1.29 E-5 3467
1 0.2 0.03 _ 0.0024 .......0.0003 _ . 3472... ...
10.19948 0.03029 0.002348 0.000298 3460

0.2 0.01 0.00632 0 500
0.20008 0.00999 0.00632 4.48 E-5 501
0.2 0.01 0.00632 0.00079 500

0.-20005 0.010003 0.006325 0.000795 500
0.2 0.03 0.00632 0 500

1 0.199751 0.03004 0.00632 4.48 E-5 499
0.2 0.03 0.00632 0.00079 500
0.20003 0.03009 0.006324 0.000795 500
0.2 0.02 0.0024 0.00048 3472

0.19966 0.0201 0.002397 0.000485 3469
0.2 0.02 0.0024 0.00048 3472
0.19964 0.0203 0.002395 0.000478 3474
0.2 0.04 0.0024 0.00048 3472

0.'4-468- - - - -- 0-.0393 .002399 0.000478 3464

E A , , , in/in

Nm "CYCLES

SAMPLE SIZE: 10,000
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ELASTIC REGION HISTOGRAM RESULTS

Table III shows the desired and tallied parameters for eight cases in the

high cycle fatigue region. Three values of 6 are used. 8 - 9.6 represents

7075-T6 Aluminum Alloy. 8 = 12.1 represents G-10 Epoxy Fiberglass. B - 22.37

represent AZ31B Magnesium Alloy. Such a range covers ductile to brittle

materials. Nm is chosen to cover from the lower to upper end of the high

cycle region. The standard deviations are large enough to cause the cycles

to first failure to be much less than Nm.

Figures 25 through 32 show the theoretical results using the proposed fatigue

life equations and the tallied simulation results. Figure 31 is the one

exception.
2 2tas

-- + 6 is used for case not the proposed equation (15).

Figure 31 shows that the theoretical histogram is reasonably accurate but

not nearly as accurate as those using equation (15) for T.. In the vicinity

of the early failures the theoretical curve is non-conservative. This is

the reason that T' e was discarded.

In all other cases the proposed results are accurate compared to the tallied

results.

Figures 29 and 32 show the effect of large 8 on the spread of cycles to

failure. Figure 32 in particular shows a preponderance of failures in the

early life region, much less than N
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TABLE III

DESIRED VERSUS TALLIED PARAMETERS:
HIGH CYCLE FATIGUE

DESIRED DESIRED DESIRED DESIRED DESIRED
CASE TALLIED TALLIED TALLIED TALLIED TALLIED _

0.0185 0.000925 0.004387 0 500,000
1 0.0185 0.000919 0.0043869 4.8 E-6 500,976 9.6

10.0185 0.000925 0.004387 0.00022 500,000
1 0.01851 0.000944 0.004389 0.000223 501,073 9.6

0.0185 0.000925 0.0034515 0 5,000,000
1 0.01851 0.000947 0.0034514 1.9 E-5 5,036,934 9.6

D 10.0185 - 0.000925 0.0034515 0.0001726 5,000,000
10.0185 0.000919 0.0034518 0.0001729 5.000.445 9.6D 0.0185 0.000925 0.004387 0.00022 18,201,500
10.01848 0.000932 0.004385 0.000223 19,150,800 12.1
0.0185 -0 0.0034515 0.0001726 5,000,000(D 0.0184995 0.000129 0.0034526 0.0001733 4,982.646 9.6

, 0.0185 0.000925 - 0.004387 0.00022 500.000(D 0.01851 0.000936 0.004388 0.000224 502,200 9.6

0.0021582 0.0001079 0.0011638 0.0005819 500,000
0 .0021574 .... 0.0001086 0.0011634- 0.000058M 493----2

£U, , de %, in/in

N m CYCLES

SAMPLE SIZE: 10,000
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CYCLES TO FIRST FAILURE RESULTS

Appendix B shows the derivation of the expressions for N1, N1MIN  d

anl . PL-2 is a listing of the Monte Carlo simulation program to tally the

cycles to first failure. This program generates Nf samples in the same way

as PL-1. The program first generates 10,000 Nf samples and selects the lowest

valued sample as the first sample of the cycles to first failure N1 . This

process is repeated 19 more times. A total of 20 x 10,000 - 200,000 Nf samples

are generated to obtain 20 samples of N1 . N1 and aN1 are measured for these

20 samples. The smallest single value of N1 is called NIMIN. Equations (17),

(18) and (19) are used to calculate the expected corresponding values. Table IV

compares tallied and calculated results. Most of the results show excellent

agreement between tallied and calculated values. Some comparisons are good.

Two are poor. Such a range in quality of agreement is considered to be caused

by the low sample size for N1 of 20 and not by an inherent inaccuracy of the

proposed equations. To significantly increase the sample size of N1 would be

prohibitive in terms of computer time and cost. The overall good agreement

already shown does not warrant any further effort.

PL-2 was modified by changing lines 130 and 140 from 10,000 and 20 to 400 and

500 respectively. Thus 400 x 500 - 200,000 Nf samples were generated to acquire

500 samples of N . This was done to obtain the shape of the N1 histogram.1N

Figures 33 and 34 show two such histogram shapes. The shapes look surprisingly

like those of Nf only backwards (i.e. rotated about the median value of N).

Equations (17), (18) and (19) are considered to be accurate.
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PL-2 CYCLES TO FIRST FAILURE
PROGRAM LISTING

10 N1:.0185
20 oi- .000925
30 DZX.0002:2
40 NZ- .004287

50 PRINT "DESIRED PARAMETERS:"
6,0 PRINT "DUTILTY AV4-,---D-"'-----
70 PRINT NiiDi TA-A STl-D~-~--

9PRINT N2iD2

110 B1=9.6
120 82-1/El
130 S210000
342 K.-2a
150 Sl:0

170 FOR 1=1 TO K
160 L-168
190 FOR Ba1 TO S
200 U1-RND( 1)
210 UZ=RND(-1)

230 X3=Z1*COS(6.283185*Ul),Nl
24019 I X24-0 THEN-200-----
250 U3=RND(-l)
260 U4=RND(-1)
270 ZZ2SQR(-Z*DZ**Z*(LOG(U4)))

290 IF Y3(=0 THEN Z50

310 IF N8>L THEN 330
920 LwN0
330 NEXT B
a40 LS.INT(L1.5)
350 PRINT LS;
a60 CS:lm
370 SZzSZ+L4+Z
S00 N~EXT 1
390 A1xS1/K
-400 V!-u-SRZilK AlZ) -
410 AZ=INT(A1+.5)

430 PRINT
440 PRlINT "SAMPLES-&'E-- -

460 PRINT 'T AG)-Ni--------
470 PRINT "N1(STD DEV)=";vz
400 ENB
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TABLE IV COMPARISON OF CYCLES TO
FIRST FAILURE RESULTS

i N1 MIN j
Case TALL'D CALC'D TALL'D CALC'D TALL'D CALC'D

712255 2.300 2026 2080 73 73

W2 1398 1090 1211 849 88 80

3W 644 678 275 360 145 106

532 568 316 147 99 140

5 328 331 304 300 11 10

199 157 164 122 j 13 12

92 98 48 52 19 15

W8 71 82 54 21 8 20

- 777 576 649 288 71 96

777 576 649 288 71 96

158 69 13 9 II 60 20

61,916 69,356 39,116 42,749 8,235 8,869

,I 35,177 32,507! 12,374 6,014 8,807 8,831

662,338 693,556i 547,341 427,421 84,734 88,712

(4 356,562 326,51111 201,893 60,428 64,844 88,694

05, 615,847 565,935; 410,963 69,451 139,375 165,495

6 947,484 693,32611 800,307 706,843 83,542 - 4,505

981 734; 442 17 389 239

All values are in units of CYCLES
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COMPARISON WITH EMPIRICAL DATA

The proposed fatigue life expressions have previously been shown to agree

well with the Monte Carlo simulation tallied results. Now the theoretical

and tallied results will be compared with the empirical results reported in

references {2), (8} and {10}. In reference {8}J.T. Broch describes fatigue

life test results of G-1O fiberglass single-degree-of-freedom end mass

cantilever beams subjected to random stresses. A sample size of 100 beams

was used for the tests. The test parameters are as follows:

a 12.2 ksi; 6 -0.348 ksi; A -1.75 ksi

- 33 ksi; 8 - 12.1; E - 2700 ksi

The corresponding strain parameters are

eu 2 l/S " 0.0129427 in/in a f 2
E

e -- - 0.0045 in/in
E

SA/E 0.000647 in/in

d e 6 - 0.000129 in/in.

Figure 35 shows a comparison of the theoretical and tallied histograms

for the above parameters. Large variances in the tallied are noted. However,

the overall shapes are in general agreement. Figure 36 compares theoretical

and empirical data. Again large variances are noted in the empirical data.

The overall shapes are in general agreement. Figure 37 compares the empirical

and tallied histograms. They too generally are in agreement with each

other. Figure 38 shows that the variance of the tallied data is smoothed out

considerably as expected by increasing the sample size from 100 to 10,000.

This indicates that the previous relatively large variances for the tallied

and empirical data is an expected result of the small sample size of 100.
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Figure 39 is a histogram of N1. Also shown are calculated and tallied

values of N1 and N1 empirical. Quantitatively

NJ c - 33,983 cyclescal 'd

N . 37,914 cycles
Tallied

Ni - 42,950 cycles
empirical

All of the data indicates good agreement between theoretical, Monte Carlo

and empirical results.

Figure 40 shows additional empirical fatigue failure data {10}. Again the

theoretical results are in good agreement with empirical results.
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SYMBOLS

A material constant; true ultimate stress

b fatigue strength exponent

c fatigue ductility exponent

C constant of random fatigue curve

E modulus of elasticity

erf(a) error function of argument a

F(N) probability of failure at N cycles

N applied stress cycles

Na Nb histogram bin width

Nf number of stress cycles to failure

Nm median stress cycles to failure; cycles to 50% failures

N1  stress cycles to first failure

N1  average value of N1

NIMIN minimum value of N1

* N8 random variable

p(M) probability density function of a

q histogram quantity

rms root mean square

S total sample size

LIS applied sinusoidal "engineering" stress amplitude
2

x ytz general variables
r~h,v .j

CL general variable

fatigue curve slope parameter

7 (CL) gama function of argument a
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a standard deviation of stress fatigue curve

A standard deviation of strain fatigue curve

6 standard deviation of applied stress

6 standard deviation of applied strain
C

E applied strain amplitude (one-half applied strain range)

eu ultimate strain amplitude; ductility

C average value of e

average value of e,

CIO fatigue ductility coefficientf

A applied strain range

AFe applied elastic strain range

Ae applied plastic strain rangep

I correction factor

a## f fatigue strength coefficientf

aaverage value of random rms stress

Acr applied sinusoidal "true" stress amplitude

a 1 standard deviation of N

Co '.resultant stress standard deviation

resultant strain standard deivation

modified form of T
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APPENDIX A

DERIVATION OF p(Nf)

From equation (1)
0

2 Nf - - (A-i)

x

This is of the form z - y

where x M eU

y L B

z M 2Nf

x and y are simultaneous random variables

Let e. be a Gaussian random variable with average £e and standard deviation

A.. From reference (9}

f() - x M C (A-2)

1/8
.1/ x (A-3)

p(x) p (F1
P ) (A-4)

d f(e,,)

Id

p(x)- Pp() (A-5)

B L)- 2
ALej (A-6)

Similarly

P ) 2w p - ,v - (A-7)

a - Se69
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APPENDIX A (Cont'd)

p (X,y) - p(x) p(y)

Fl 2 1/8

(x~y 8(x1/ l CU) + - CU) (A-8)lk,y (x,y)- x y exp 2 2 2 j

p}) y p ,y (z y, y) dy (A-9)

, 0

After much manipulation it can be shown that

2
1/8 1/-1 (h -r v

p(Nf) M 2 Nf r

-h2/r 22 h'\

1 erf (a2)+ ir rh(A-10)

2/8.1[ K2N) + _
where r 2 _ _)_ m 2]

V 1/8
S..h 2Nf) elf + C 2]h" 2 7"

2 2

F h
CL 42I r +r,

01 2  h 2

-7a- 2



APPENDIX A (Cont'd)

erf (a) - 1 L e -/2dy

0

erf (0) - 0 ; erf C) 0.5

erf (-ac) -- erf (a)

Equation (A-10) is the expression for p(Nf) vhen c.and e are simultaneous

random variables.
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APPENDIX B

DERIVATION OF N1

Ni average value of cycles to first failure

S - number of opportunities for failure

S - 10,000 for these cases

F(N1 ) " 0.5 + erf (a); erf (a) - -0.4999 (B-I)

a - erf (-0.4999) -3.7195451

1/81
a - - -3.7195451 (B-2)

Solving for NI

N'1  N - 3.7195451 (B-3)

"N (Nl -N 1  )/3 (B-5)

MIN

-7
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